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SITE PLAN

G E N E R A L     N O T E S

1. BUILDING CLASSIFICATION TYPE: V-Bb, CONSTRUCTION IN WHICH WALLS, PARTITIONS, 

FLOORS AND ROOF ARE WHOLLY OR PARTLY OF WOOD OR OTHER COMBUSTIBLE 

MATERIALS.

2. OCCUPANCY CLASSIFICATION OF BUILDING: R-3 RESIDENTIAL

3. THIS BUILDING HAS BEEN DESIGNED IN ACCORDANCE WITH THE FOLLOWING 

STRUCTURAL DESIGN LOADS:

GROUND SNOW LOAD: 40 P.S.F 

40 P.S.F. (LOW SLOPED ROOF LOAD)

WIND LOAD:   115 MILE PER HOUR WIND VELOCITY- CATEGORY II

SEISMIC LOAD: B, SOIL SITE CLASS D.

LIVE LOAD: 40 P.S.F. (FIRST FLOOR)

40 P.S.F. (EXTERIOR DECK)

30 P.S.F. (SECOND FLOOR)

4. CLIMATIC DESIGN CRITERIA:

WEATHERING: SEVERE (ALL NYS)

FROST LINE DEPTH: 48” MINIMUM

TERMITE: MODERATE TO HEAVY

DECAY: SLIGHT TO MODERATE

WINTER DESIGN TEMP: 2 F

ICE SHIELD UNDERLAYMENT REQ.: YES

FLOOR HAZARD: NO

5. ALL CONSTRUCTION SHALL BE IN ACCORDANCE WITH THE INTERNATIONAL 

RESIDENTIAL CODE AS ADOPTED BY THE STATE OF MASSACHUSETTS EFFECTIVE 

OCTOBER 20TH, 2017.

6. THE STRUCTURAL DESIGN OF THIS BUILDING IS BASED ON THE FULL INTERACTION OF 

ALL THE COMPONENT PARTS, WITH NO PROVISIONS MADE FOR CONDITIONS 

OCCURRING DURING CONSTRUCTION.  THEREFORE IT IS THE CONTRACTOR’S 

RESPONSIBILITY TO PROVIDE ADEQUATE BRACING DURING CONSTRUCTION.

7. ALL DIMENSIONS AND EXISTING CONDITIONS SHALL BE CHECKED AND VERIFIED BY THE 

CONTRACTOR PRIOR TO THE COMMENCEMENT OF WORK.  THE DESIGNER SHALL BE 

NOTIFIED OF ANY CHANGES OR REVISIONS FOR APPROVAL.

8. ALL ELECTRICAL WORK SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE 

INTERNATIONAL RESIDENTIAL CODE AS ADOPTED BY THE STATE OF  

MASSACHUSETTS, NINTH EDITION; CH. 34 THROUGH 43.

9. ALL MECHANICAL WORK SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE 

INTERNATIONAL RESIDENTIAL CODE AS ADOPTED BY THE STATE OF 

MASSACHUSETTS EFFECTIVE, NINTH  EDITION; CH. 12 THROUGH 24.

10. ALL PLUMBING WORK SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE 

INTERNATIONAL RESIDENTIAL CODE AS ADOPTED BY THE STATE OF 

MASSACHUSETTS, NINTH EDITION, CH 25 THROUGH 33.

11. AT LEAST ONE SINGLE STATION SMOKE DETECTING/CARBON MONOXIDE DEVICE, IN 

ACCORDANCE WITH NFPA 72 SHALL BE PLACED ON EACH FLOOR LEVEL, IN EACH 

BEDROOM AND ADJOINING HALLWAY.  ALL ALARMS TO BE  

INTERCONNECTED IN SUCH A MANNER THAT THE ACTUATION OF ONE ALARM WILL 

ACTIVATE ALL.  SMOKE ALARMS TO BE HOT WIRED AND CONTAIN BATTERY BACK-UP.
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